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Compact Fluorescent Lamps

SpringLamp / HPF LTHD / Wet Location Dimmable

Item
Number

Wattage
Input
Line

Current
Lumens

Overall
Length

Overall
Diameter

Power
Factor

Harmonic
Distortion

Replaceable
Lamp

Dimming
Range

N S N

10109WL 9 watt 2.12" >.90 <33% No 100-20% 6240-01-480-2406

10111WL 11 watt .10 A 680 4.82" 2.12" >.90 <33% No 100-20% 6240-01-480-2409

10115WL 15 watt .17 A 980 5.12" 2.12" >.90 <33% No 100-20% 6240-01-480-2411

10118WL 18 watt .17 A 1,200 5.50" 2.12" >.90 <33% No 100-20% 6240-01-480-2413

10123WL 23 watt .21 A 1,500 5.75" 2.12" >.90 <33% No 100-20% 6240-01-480-2430

SpringLamp /  NPF HTHD /  Wet Locat ion Non-Dimmable

Item
N u m b e r

Wattage
Input
Line

Current
L u m e n s

Overal l
Length

Overal l
D iameter

Power
Factor

Harmonic
Distort ion

Replaceable
L a m p

Dimming
Range

NSN

1 8 0 0 9 W L 9 Watt 2.12" >.50 <120% N o N/A 6240-01-480-2414

1 8 0 1 1 W L 11 wat t .14 A 680 4.63" 2.12" >.50 <120% N o N/A 6240-01-480-2415

1 8 0 1 5 W L 15 wat t .18 A 980 4.83" 2.12" >.50 <120% N o N/A 6240-01-480-2416

1 8 0 1 8 W L 18 wat t .24 A 1,200 5.25" 2.12" >.50 <120% N o N/A 6240-01-480-2418

1 8 0 2 3 W L 23 watt .28 A 1,500 5.50" 2.12" >.50 <120% N o N/A 6240-01-480-2419

1 8 0 2 6 W L 26 watt .32 A 1,750 5.75" 2.12" >.50 <120% N o N/A 6240-01-480-2420

The Wet Location SpringLamp ® can be used in outdoor applications and can be directly exposed
to the weather.

U.L Listed for Wet Locations

Wet Location
SpringLamp®


